Specification Sheet

Description

Operation. The Resettable Register for the C700 cold
water meter gives a reset capability and total in the same
register. The reset of the LCD display will be actuated by
a push button switch.

Installation. The meter is to be installed in a clean
pipeline, free from any foreign materials. The meter may
be installed in horizontal or inclined lines. The Resettable
Register may be retrofitted to an existing meter by loos-
ening the securing screw, removing the register, and
installing the Resettable Register in its place and remov-
ing the lid. Then position the Resettable Register so it
can be easily read and tighten the screw.

Application. The Resettable Register can be used for
manual batching applications or applications where daily,
weekly, monthly, etc totals are required and the resettable
LCD is returned to zero. Note: LCD is six digits.

Construction. The Resettable Register consists of a 90%
copper can with a clear plastic lens. The register has a
continuous totalizing roller bank with appropriate calibra-
tions, i.e. U.S. Gallons, Cubic Feet, m3 with 7 digits and
a resettable (LCD) register with 6 digits.

Industrial
Resettable Register for C700

Size 5/8” - 2”

Materials

Pulser Can Copper Alloy 90%
Pulser Lens Plastic
Resettable Register LCD-6 Digits

Reset Switch
Battery Life

Push Button Switch
Exceeds 5 Years

Note: The Resettable Register is read as follows:

5/8" x 1/2" - 1"
11/2" & 2"

1 Digit = 1 U.S. Gallon
1 Digit = 10 U.S.Gallons

Note: These units are not repairable and the batteries are
non-replaceable.
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AMCO:

AMCO Water Metering Systems Inc.

www.amcowater.com

United States

AMCO Water Metering Systems

P. O. Box 1852

Ocala, FL 34478-1852
352-732-4670 FAX 352-368-1950
Outside Florida:  800-874-0890
Inside Florida: 800-356-6829
e-mail:

watermeters@amcowater.com

The company’s policy is one of continuous product improvement and the right is
reserved to modify the specifications contained herein without notice.

Canada Caribbean

Elster Metering AMCO Water Metering Systems
3450 Harvester Road P. O. Box 225

Burlington, Ontario L7N 3W5  Carretera 112 KM 2.3
866-703-7582 Isabela, PR 00662
905-634-4895 787-872-2006

FAX 905-634-6705 FAX 787-872-5427

e-mail: e-mail:
watermeters@ca.elster.com prwatermeters@amcowater.com

© 2003 AMCO Water Metering Systems Inc. All rights reserved.

Mexico

Elster Medidores

Lago Onega #281

Col. Modelo Pensil.

Del. Miguel Hidalgo

C P 11460

525 55 203 8002

FAX 525 55 203 8270
e-mail:
amcowater@prodigy.net.mx
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